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negligent violation or a pattern of re-
peated violations has created an immi-
nent hazard of death or injury to per-
sons, or has caused death or injury, a
penalty not to exceed $22,000 per viola-
tion may be assessed. Each day a viola-
tion continues shall constitute a sepa-
rate offense. See appendix B to this
part for a statement of agency civil
penalty policy.

[45 FR 21109, Mar. 31, 1980, as amended at 53
FR 28601, July 28, 1988; 53 FR 52931, Dec. 29,
1988; 63 FR 11622, Mar. 10, 1998]

§ 229.9 Movement of non-complying lo-
comotives.

(a) Except as provided in paragraphs
(b), (c) and § 229.125(h), a locomotive
with one or more conditions not in
compliance with this part may be
moved only as a lite locomotive or a
dead locomotive after the carrier has
complied with the following:

(1) A qualified person shall deter-
mine—

(i) That it is safe to move the loco-
motive; and

(ii) The maximum speed and other re-
strictions necessary for safely con-
ducting the movement;

(2)(i) The engineer in charge of the
movement of the locomotive shall be
notified in writing and inform all other
crew members in the cab of the pres-
ence of the non-complying locomotive
and the maximum speed and other re-
strictions determined under paragraph
(a)(1)(ii) of this section.

(ii) A copy of the tag described in
paragraph (a)(3) of this section may be
used to provide the notification re-
quired by paragraph (a)(2)(i) of this sec-
tion.

(3) A tag bearing the words ‘‘non-
complying locomotive’’ and containing
the following information, shall be se-
curely attached to the control stand on
each MU or control cab locomotive and
to the isolation switch or near the en-
gine start switch on every other type
of locomotive—

(i) The locomotive number;
(ii) The name of the inspecting car-

rier;
(iii) The inspection location and

date;
(iv) The nature of each defect;
(v) Movement restrictions, if any;
(vi) The destination; and

(vii) The signature of the person
making the determinations required by
this paragraph.

(b) A locomotive that develops a non-
complying condition enroute may con-
tinue to utilize its propelling motors, if
the requirements of paragraph (a) are
otherwise fully met, until the earlier
of—

(1) The next calendar day inspection,
or

(2) The nearest forward point where
the repairs necessary to bring it into
compliance can be made.

(c) A non-complying locomotive may
be moved lite or dead within a yard, at
speeds not in excess of 10 miles per
hour, without meeting the require-
ments of paragraph (a) of this section if
the movement is solely for the purpose
of repair. The carrier is responsible to
insure that the movement may be safe-
ly made.

(d) A dead locomotive may not con-
tinue in use following a calendar day
inspection as a controlling locomotive
or at the head of a train or locomotive
consist.

(e) A locomotive does not cease to be
a locomotive because its propelling
motor or motors are inoperative or be-
cause its control jumper cables are not
connected.

(f) Nothing in this section authorizes
the movement of a locomotive subject
to a Special Notice for Repair unless
the movement is made in accordance
with the restrictions contained in the
Special Notice.

[45 FR 21109, Mar. 31, 1980, as amended at 61
FR 8887, Mar. 6, 1996]

§ 229.11 Locomotive identification.
(a) The letter ‘‘F’’ shall be legibly

shown on each side of every locomotive
near the end which for identification
purposes will be known as the front
end.

(b) The locomotive number shall be
displayed in clearly legible numbers on
each side of each locomotive.

§ 229.13 Control of locomotives.
Except when a locomotive is moved

in accordance with § 229.9, whenever
two or more locomotives are coupled in
remote or multiple control, the propul-
sion system, the sanders, and the
power brake system of each locomotive
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